
BombA 27 V1
Polyglass line

ß  MDF vented box, 16mm thick,
internal absorbent material
More rigidity, less vibrations

ß  Large NBR surround
Excellent reliability

ß  Streamlined vent hole
Less noise of air

ß  Voice-coil cooling system
No dynamic compressions

ß  50mm voice coil, 4 layers
High power handling

ß  27cm (11") polyglass cone 
subwoofer 
Neutral sound without 
coloration

27cm (11") subwoofer 
Height: 310mm (12-3/16")
Depth: 371mm (14-5/8")
Length: 466mm (18-1/3")
Max. Power: 300W
Nom. Power: 150W
Sensitivity (2,8V/1m): 90dB
Frequency response: 36Hz-500Hz
300W max. amplifier
Phase adjustment (0-180°)

Focal® is a trademark of Focal-JMlab®
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New

It makes the difference
¸  Focal technologies from the beginig of the range.
¸  Very good value for money product.
¸  Numerous settings, very good complementarity with 

your audio system.

ß  High and low (4V compatible) level inputs
Direct wiring in a speaker output or line
output from your car radio

ß  Bass-Boost switch, 3 settings (Classic, Techno, Pop)
Response curve setting

ß  Cut off frequency setting (40-160Hz ; 12dB/oct)
Optimization of mid/low coupling

Many settings available
including:


